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NOTES

1. ALL DIMENSIONS SHALL BE CHECKED AND CO-RELATED
WITH THE STRUCTURAL DRAWINGS AND ANY AMBIGUITY
SHALL BE IMMEDIATELY BROUGHT TO THE NOTICE OF THE
ARCHITECT BEFORE COMMENCEMENT OF THE WORK.

2. ALL DIMENSIONS ARE IN CENTIMETERS UNLESS AND
OTHERWISE SPECIFIED

3. ALL LEVELS ARE FINISHED LEVELS.

4. ALL MARGINS, CLEARENCES ETC. REQUIRED AS PER BYE-
LAWS SHOULD BE CHECKED AND PROVIDED BY THE
CONTRACTOR AND ANY DESCRIPENCIES FOUND SHOULD BE
IMMIDIATELY BROUGHT TO THE NOTICE OF ARCHITECT
BEFORE COMMENCEMENT OF WORK.

5. ALL PLINTH LEVEL BEGIN AT 7.5 CM FROM GROUND LINE.

NOTE

1. ALL OF NCCL SUB
CONTRACTORS AND SERVICES
CONTRACTORS TO COORDINATE
BEFORE EXECUTION.

2. ANY ADDITIONAL SLEEVE
MARKING SHOULD BE INTIMATED
TO VSC IN NEXT TWO WORKING
DAYS

3. ANY DISCREPANCY FOUND
SHALL BE BROUGHT TO THE
NOTICE OF THE ARCHITECTS.

4. ALL DRAWINGS TO BE READ IN
CONJUNCTION WITH RELEVANT
STRUCTURAL,ARCHITECTURAL
AND SERVICES DRAWINGS.

Door Window Schedule

D8 1800x 2700mm 2nos
D8a 1800x 2538mm 2nos
D8b 1800x 2700mm 2nos
D6a 1000x 2100mm 2nos
D7 1200x 2250mm 2nos
W10a 1645x 870mm 1nos
W10b 1800x 1270mm 1nos

legends

16mm thk wooden slats with
13/3 slate groove ration with
10mm Dia rear perforation

(slant)_refer detail section B

16mm thk wooden slats with 13/3
slate groove ration with 10mm Dia
rear perforation (along the wall)_refer
detail section A

1. GI SECTION SHOULD BE 100MM THICK,
BACKED WITH 50MM ROCKWOOL AND 50MM
AIR GAP.
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